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@ RadioShack® 


Cat. No. 278-248 


Deluxe Wire Stripper 

Your RadioShack Deluxe Wire Strip- 
per is designed to cut and strip insu- 
lation from RG6, RG58, RG59/62, 
and other coaxial cables. The adjust- 
able blades strip insulation from 4, 6, 
8, and 12 mm lengths. The special 
finger-ring design lets you strip wire 
easily by turning the wire stripper 
with your index finger. 


ADJUSTING THE WIRE 
STRIPPER 

Before using the wire stripper, you 
must make these adjustments for the 
type of cable and the desired strip- 
ping length. 

Adjusting the V-Block 

The V-block lets you use the wire 
stripper with four different diameter 
cables, represented by the four char- 
acters marked on the V-block: 

6 — RG6 

8 — RG58 

9 — RG59/62 

D — Special cables other than 
the above (see “Adjusting 
the Blades”) 


The arrow at the lower right of the V- 
block housing shows the type of ca- 
ble to be cut. 


Follow these steps to change the V- 
block’s position. 

1. Remove the hex wrench from 
the bottom of the stripper and 
use it to push the V-block out of 
its housing. 

2. Align the character on the V- 
block (that represents the cable 
size) with the arrow, then insert 
the V-block into its housing. 

Notes: 

• To distinguish the numbers “6” 
and “9,” hold the wire stripper 
with the indicating arrow facing 
you and to your right. 

• Always return the hex wrench to 
its original place at the bottom of 
the stripper so you will not lose 
it. 
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Adjusting the Stripping 
Length 

This stripper can strip cabie in four 
iengths — 4, 6, 8, and 12 mm. The 
stripping iength is preset to 6 mm. if 
you want to strip other iengths, foiiow 
these steps to adjust the biade’s po- 
sition. 

1 . Hoid the two jaw haives together 
and use the hex wrench to push 
out the jaw pin. Then separate 
the two jaw haives. 


2. Use the hex wrench to push out 
the biade pin. 


3. Use a pair of tweezers to 
remove the biades and piace 
them as foiiows: 


Stripping 

Length 

Position 

4 mm 

BC 

6 mm 

BD 

8 mm 

BE 

12 mm 

AE 


4. Repiace the biade pin. 

5. Piace the upper jaw on the iower 
jaw and press the knuried por- 
tion on the upper jaw to aiign 
both jaw hoies. Then insert the 
jaw pin through both jaw hoies. 

Adjusting the Biades 

Foiiow these steps to fine-adjust the 
biades’ depth. 

1. Piace the cabie under the V- 
biock so it is even with one 
biade. 

2. insert the hex wrench into the 
biade depth adjuster on the bot- 
tom of the stripper, then rotate 
the hex wrench ciockwise (to cut 
smaiier cabie) or counterciock- 
wise (to cut iarger cabie). 


3. Repeat Steps 1 and 2 to set the 
other biade. 

After setting both biades, make a test 
strip (see "Stripping Cabie”) and 
make any necessary adjustments. 
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STRIPPING CABLE 

Warnings; 

• Do not insert your finger be- 
tween the stripper’s jaws. 

• Keep the wire stripper out of 
young children’s reach. 

After you adjust the stripper to strip 
the desired type and length of cable, 
follow these steps to strip cable. 

1. Press the knurled portion on the 
upper jaw to open the stripper’s 
jaws. 

2. Insert the cable you want to strip 
through the V-block (as indi- 
cated by the markings on the 
upper jaw) until the cable 
reaches the V-shaped cable 
guide. Then release the upper 
jaw to close the jaws. 


Caution: Let the stripper’s 

spring close the jaw. Forcing the 
jaws together might damage the 
blades. 

3. Insert your index finger into the 
stripper’s finger ring, then turn 
the stripper clockwise 4-5 times. 
The cable’s insulation is cut 
while you turn the stripper. 


4. Open the jaws again and 
remove the cable. Pull away the 
outer jacket and dielectric to 
expose the inner conductor. 


Note: If the inner conductor is 
too short, strip again, placing the 
cable past the end of the V- 
block. 

5. To strip braided wires, insert the 
hex wrench into the right blade 
depth adjuster and rotate it 
clockwise about Va turn, so the 
blade is raised just enough to 
cut the braided wires. Then 
repeat Steps 1-4 to strip the 
braided wires. 


REPLACING THE 
BLADES 

After long use, the blades eventually 
become worn and need to be re- 
placed. You can order replacement 
blades (RadioShack Unlimited No. 
11287067) by calling RadioShack’s 
Telephone Order Center at (800) 
237-3056. 
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Follow these steps to replace the 

3. Use a 

pair of tweezers 

blades. 

remove 

the old blades and 

1. Use the hex wrench to push out 

spring. 


the jaw pin, then separate the 



upper and lower jaws. 




to 

the 


2. Use the hex wrench to push out 
the blade pin. 


4. Install the new blades and the 
spring. Align the blade hole and 
spring with the blade’s pin holes, 
then insert the blade pin into its 
hole to fix them in position. 

5. Place the upper jaw on the lower 
jaw and press the knurled por- 
tion on the upper jaw to align 
both jaw holes. Then insert the 
jaw pin through both jaw holes. 


Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in material and workmanship under normal use for 
ninety (90) days from the date of purchase from RadioShack company-owned stores and authorized RadioShack franchi- 
sees and dealers. EXCEPT AS PROVIDED HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES AND ANY IM- 
PLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, 
ARE LIMITED IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED HEREIN. 
EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO CUSTOMER OR 
ANY OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR 
INDIRECTLY BY USE OR PERFORMANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WAR- 
RANTY, INCLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVENIENCE, LOSS OF TIME, 
DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAM- 
AGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow the limitations on how long an implied warranty lasts or the exclusion of incidental or consequen- 
tial damages, so the above limitations or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the RadioShack sales receipt as proof of 
purchase date to any RadioShack store. RadioShack will, at Its option, unless otherwise provided by law: (a) correct the de- 
fect by product repair without charge for parts and labor; (b) replace the product with one of the same or similar design; or 
(c) refund the purchase price. All replaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of warranty service. Re- 
paired or replaced parts and products are warranted for the remainder of the original warranty period. You will be charged 
for repair or replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, accident, misuse, im- 
proper or abnormal usage, failure to follow Instructions, improper installation or maintenance, alteration, lightning or other 
incidence of excess voltage or current; (b) any repairs other than those provided by a RadioShack Authorized Service Facil- 
ity; (c) consumables such as fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) 
costs of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. 

RadioShack Customer Relations, Dept. W, 100 Throckmorton St., Suite 600, Fort Worth, TX 76102 

We Service What We Sell 3/97 


RadioShack 

A Division of Tandy Corporation 
Fort Worth, Texas 76102 


1A8 


Printed in Taiwan 







